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STANDARD RIDER 

Interruptible Service 

Applicable: 
To Large Commercial Rate LC, Rate LC-TOD, Industrial Power Rate LP and 
Rate LP-TQD 

Availability: 
This rider is available for interruptible service to any customer whose 
interruptible demand is at least 1,000 kilowatts. 

Contract Demand 
The contract shall be for a given amount of firm demand which shall be 
billed at the appropriate standard rate schedule demand charge. Any 
excess monthly demands above this firm demand shall be considered as 
interruptible demand. 

Rate : 
The monthly bill for service under this rider shall be determined in 
accordance with the provisions of Rate LC, Rate LC-TOD, Rate LP or Rate 
LP-TOD, except there shall be an interruptible demand credit determined in 
accordance with one of the following categories of interruptible service: 

Interruptible Maximum Annual Monthly 
Service Hours of Demand 

Categories 

1 
2 
3 

Interruption 

150 
200 
250 

Credit 
($ /KW/MO 1 

1 :18 
1.57 
1.94 

The interruptible demand credit shall be applied to the monthly billing 
demand in excess of the firm cantract demand (but not less than 1,000 
kilowatts) determined in accordance with the billing demand provision 
under the applicable rate schedule, except in the case of service under 
Rate LC-TOD or Rate LP-TOD, the i n t e r r u p t i b l e P ~ ~ ~ ~ ~ E ~ ~ i ~ € l ~ ~ ~ ~ ~ ~ Q  
the billing demands as determined for the peak perio@&-f6S1!vr ' UCKY - 
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Interruption of Service: 
The Company will be entitled to require customer t 
any time and for any reason upon providing at 1 
notice. Such interruption shall not exceed mf?%kl 
rup t ion. 
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DATE OF ISSUE DATE EFFECTIVE May 2Q* 1988 

ISSUED BY 

Issued pursuant to an Order of the PSC of KY. in Case No. 10064 dated 7/1/88 




